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 Adapts standard container 

crane to spreader/sling 

configuration 

 Allows safe lift of non-

standard containers and 

equipment 

 Rated to 40,000 lbs. 

 

Container Crane Lifting Assembly 

RTCôs Container Crane Lifting Assembly (CCLA) provides a safe interface between  
standard container cranes and 2, 3 and 4 point lifts up to 40,000 lbs. 
 

RTCôs CCLA has been approved by Government Agencies and commercial  
organizations for high-value and complex lifting requirements. NSN 1730-01-523-5397 
 

RTCôs CCLA can be used by a single point lift crane to provide specific vertical 
connection points. 

The CCLA features spreader bars 
that are designed to be rigged by  

one person and connect to a  
standard container crane. 

- RTC provides operator and safety training courses to OSHA requirements and  
conducts on-site safety surveys including slings, rigging and crane Inspections, boom truck/
fork lift trucks, scaffolding and OSHA inspections.  
- RTC provides standard  and specialized rigging equipment, connectors,  
attachments, supplies and rigging and lifting operator manuals and instructions.  

Container Crane Lifting Assembly with stowage container 

Qty RTC P/N Description  
 1    BHLB47-1 Shipping/Storage Box 
 1    BHLB47-2 Operators Manual 
 2    BHLB47-3 Lifting Spreader 
 4    BHLB47-4 Upper Sling, 8ô 
 1    BHLB47-5 Lower Sling, Fwd, 7ô 
 1    BHLB47-6 Lower Sling, Aft, 4ô 
 8    BHLB47-7 Safety Shackle, 1-3/8ò 
 4    BHLB47-8 Tag Line  
  5/8ò D. X 100ô Long 
 

Shipping weight 800 lbs. The Container Crane 
Lifting assembly and all components are load 
tested and certified to applicable require-
ments. Copyright 2008 Rigging Training  
Consultants, Inc. U.S. Patent 7,278,670 
 

NSN: 1730-01-523-5397 

LIFTING SOLUTIONS  


